






























































































 

ADDENDUM NO.   1 

September 06, 2018 

Village Hall Parking Lot Improvement’s 

PROJECT NO. 18-16 

VILLAGE OF OAK PARK 

 PUBLIC WORKS CENTER 
 

201 SOUTH BLVD 
COOK COUNTY, ILLINOIS 

BID DATE:  10:00 AM, September 13, 2018 

This addendum forms a part of the Contract Documents and amends the original 
documents and the Plans and Special Provisions. Where any part of the contract 
documents is amended, the unaltered provisions are to remain in effect.  
This is the only notice you receive, with no follow up by mail. Please CONFIRM 
receipt of this addendum by phone, fax or email. 
 

REVISED PLANSHEETS AND SPECIFICATION ATTACHED.   

1.  SHEET C5, CHANGE PAY ITEM NUMBER 88 “INSTALL BURIED 

WATERPROOFING MEMBRANE” FROM (LUMP SUM 1200) TO (LUMP 

SUM; 1).  

2. SHEET C6,  CHANGE ITEM NUMBER 89 “REMOVE PLAZA PAVING AND 

SUBGRADE TO 12 INCHES DEPTH”  QUANTITY FROM 5200 SQ FT TO 

6700 SQ FT   

3. SHEET C6, CHANGE ITEM 91 FROM 185 SQ YD TO 1665 SQ FT.  

4. SHEET C, 4 PLANS FULL ITEM NAME FOR ITEM 37 SHALL BE 
“THERMOPLASTIC PAVEMENT MARKING - LETTERS AND SYMBOLS”. 

 

 

5. PROJECT 18-16 VILLAGE HALL PARKING LOT IMPROVEMENTS ; 

SPECIAL PROVISIONS:  

CHANGE IN UNITS FOR SELECTIVE EARTH EXCAVATION AT PLAZA 

(SHEET L _5  METHOD OF MEASUREMENT & BASIS OF PAYMENT IS 

CHANGED FROM SQ YD TO SQ FT; THIS IS TO MATCH THE UNIT 

INDEX IN PLANS AND PROPOSAL.  

1 of 2 
 



6. SCHEDULE OF PRICES PAGE 6, CHANGE ITEM 9 FROM 3306 TO 12130 

THIS IS TO MATCH THE UNIT INDEX IN PROPOSAL.  

7. SEE REVISED SCHEDULE OF PRICES.  

 

 

 
Byron Kutz, P.E., LEED AP 
Civil Engineer 
Village of Oak Park 
201 South Blvd 
Oak Park, IL 60302 
708.358.5729 
bkutz@oak-park.us 
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Addendum No.1 
9.6.2018 

 
REMOVAL PLAZA CONCRETE, PAVERS & SUBGRAGE TO 12” DEPTH 

 
SELECTIVE DEMOLITION OF LAWN, PLANTING (TREES NOT 

INCLUDED) AND SOIL TO 12” DEPTH 
 

1.1 SUMMARY 

A. Section includes removal of plaza concrete, pavers & subgrade to 12” 
depth, and selective demolition of lawn, planting (trees not included) 
and soil to 12” depth as well as protecting existing basement-garage 
waterproofing when removing overburden, as indicated and required 
for installation of new work required for completion of the project and 
as specified. 

B. Related Work: 

1. Backfilling of voids left by demolition:  refer to Division 01 Section 
“Earthwork” and Division 31 Section "Acceptance of Backfill, Top 
Soil & CU Structural Soil." 

2. Disposal of demolished materials:  refer to Division 01 Section 
“Construction Waste Management.” 

1.2 DEFINITIONS 

A. Remove:  Detach items from existing construction and legally dispose 
of them off-site, at a permitted Subtitle D landfill in accordance with 
Division 31 Section "Soil, Fill, Backfill, CU Structural Soil & 
Construction & Demo Debris Removal," unless indicated to be 
removed and salvaged or removed and reinstalled. 

B. Remove and Salvage:  Detach items from existing construction, 
where indicated, and deliver them to Owner ready for reuse. 

C. Remove and Reinstall:  Detach items from existing construction, 
prepare them for reuse, and reinstall them where indicated. 

D. Existing to Remain:  Existing items of construction that are not to be 
removed and that are not otherwise indicated to be removed, 
removed and salvaged, or removed and reinstalled. 
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1.3 MATERIALS OWNERSHIP 

A. Historic items indicated and historic items, relics, and similar objects 
including, but not limited to, cornerstones and their contents, 
commemorative plaques and tablets, antiques, and other items of 
interest or value to Owner that may be encountered during selective 
demolition remain Owner's property.  Carefully remove and salvage 
each item or object in a manner to prevent damage and deliver 
promptly to Owner. 

1. Coordinate with Owner who will establish special procedures for 
removal and salvage. 

1.4 SUBMITTALS 

A. Schedule of Selective Demolition Activities:  Indicate the following: 

1. For purposes of Owner’s information only, sequence of selective 
demolition and removal work, with starting and ending dates for 
each activity.  Ensure Owner's on-site operations are 
uninterrupted. 

2. Interruption of utility services.  Indicate how long utility services 
will be interrupted. 

3. Coordination for shutoff, capping, and continuation of utility 
services. 

4. Use of elevator and stairs if acceptable to the Owner. 
5. Locations of proposed dust- and noise-control temporary 

partitions and means of egress. 
6. Means of protection for items to remain and items in path of 

waste removal from building. 

B. Inventory:  After selective demolition is complete, submit a list of 
items that have been removed and salvaged. 

C. Predemolition Photographs or Videotapes:  Show existing conditions 
of adjoining construction and site improvements, including finish 
surfaces, that might be misconstrued as damage caused by selective 
demolition operations. 

D. Landfill Records:  Comply with submittal requirements in Division 1 
Section "Construction Waste Management." 

E. Statement of Refrigerant Recovery:  Signed by refrigerant recovery 
technician responsible for recovering refrigerant, stating that all 
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refrigerant that was present was recovered and that recovery was 
performed according to EPA regulations.  Include name and address 
of technician and date refrigerant was recovered. 

1.5 QUALITY ASSURANCE 

A. Demolition Firm Qualifications:  An experienced firm that has 
specialized in demolition work similar in material and extent to that 
indicated for this Project. 

B. Regulatory Requirements:  Comply with governing EPA notification 
regulations before beginning selective demolition.  Comply with 
hauling and disposal regulations of authorities having jurisdiction. 

C. Standards:  Comply with ANSI A10.6 and NFPA 241. 

D. Predemolition Conference:  Conduct conference at Project site to 
comply with requirements in Division 01 Section "Project 
Management and Coordination."  Review methods and procedures 
related to selective demolition including, but not limited to, the 
following: 

1. Inspect and discuss condition of construction to be selectively 
demolished. 

2. Review and finalize selective demolition schedule and verify 
availability of materials, demolition personnel, equipment, and 
facilities needed to make progress and avoid delays. 

3. Review requirements of work performed by other trades that rely 
on substrates exposed by selective demolition operations. 

4. Review areas where existing construction is to remain and 
requires protection. 

1.6 PROJECT CONDITIONS 

A. Conditions existing at time of inspection for bidding purpose will be 
maintained by Owner as far as practical. 

1. Before selective demolition, Owner will remove the items as 
discussed at pre-demolition conference. 

B. Notify Landscape Architect of discrepancies between existing 
conditions and Drawings before proceeding with selective demolition. 
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C. Hazardous Materials:  Start operation under this section only after 
hazardous materials have been removed in accordance with related 
sections. 

1. If materials suspected of containing hazardous materials are 
encountered, do not disturb; immediately notify Village engineer, 
Landscape Architect, the Managing Environmental Consultant,  
and the Owner. 

D. Storage or sale of removed items or materials on-site is not 
permitted. 

E. Utility Service:  Maintain existing utilities required to remain in service 
and protect them against damage during selective demolition 
operations.  Maintain fire-protection facilities in service during 
selective demolition operations. 

1.7 EXISTING SPECIAL SYSTEMS 

A. Inspect the facility for the presence of special systems that must be 
maintained operational during demolition in the presence of the 
Owner.  Such systems include security systems, access control 
systems, fire and smoke detection and alarm systems and 
communication systems. 

B. Develop a strategy with the Owner to maintain such systems 
operational during alterations including temporary re-working, 
unavoidable down time, acceptable discontinuing of service intervals 
and contingencies for notification of involved agencies. 

C. Instruct every Subcontractor as to the procedures to be followed and 
supervise the process to ensure implementation. 

D. Restore such systems and extend them into the altered area. 

E. Include all services and materials in the Contract Sum. 

 
PRODUCTS (Not Used) 
EXECUTION 

1.8 EXAMINATION 

A. Verify that utilities have been disconnected and capped. 

Removal Plaza Concrete, Pavers & Subgrade to 12” Depth 
Selective Demolition of Lawn, Planting (Trees not included) and Soil to 12” Depth 
09/06/18 



Addendum No.1                                                                18-16 Village Hall Parking Lot Improvements 
Village of Oak Park 

Cook County 
L_5 

 
 
 

B. Survey existing conditions and correlate with requirements indicated 
to determine extent of selective demolition required. 

C. Inventory and record the condition of items to be removed and 
reinstalled and items to be removed and salvaged. 

D. When unanticipated mechanical, electrical, or structural elements that 
conflict with intended function or design are encountered, investigate 
and measure the nature and extent of conflict.  Promptly submit a 
written report to Village Engineer / Owner. 

E. Engage a professional engineer to survey condition of removed 
elements to determine whether removing any element might result in 
structural deficiency or unplanned collapse of any portion of structure 
or adjacent structures during selective demolition operations. 

F. Survey of Existing Conditions:  Record existing conditions by use of 
preconstruction photographs and preconstruction videotapes. 

1. Before selective demolition or removal of existing elements that 
will be reproduced or duplicated in final Work, make permanent 
record of measurements, materials, and construction details 
required to make exact reproduction. 

G. Perform surveys as the Work progresses to detect hazards resulting 
from selective demolition activities. 

1.9 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS 

A. Existing Services/Systems:  Maintain services/systems indicated to 
remain and protect them against damage during selective demolition 
operations. 

B. Service/System Requirements:  Locate, identify, disconnect, and seal 
or cap off indicated utility services and mechanical/electrical systems 
serving areas to be selectively demolished. 

1. Arrange to shut off indicated utilities with utility companies. 
2. If services/systems are required to be removed, relocated, or 

abandoned, before proceeding with selective demolition provide 
temporary services/systems that bypass area of selective 
demolition and that maintain continuity of services/systems to 
other parts of building. 
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3. Cut off pipe or conduit in walls or partitions to be removed.  Cap, 
valve, or plug and seal remaining portion of pipe or conduit after 
bypassing. 

1.10 PREPARATION 

A. Site Access and Temporary Controls:  Conduct selective demolition 
and debris-removal operations to ensure minimum interference with 
roads, streets, walks, walkways, and other adjacent occupied and 
used facilities. 

B. Temporary Facilities:  Provide temporary barricades and other 
protection required to prevent injury to people and damage to 
adjacent buildings and facilities to remain. 

1. Provide protection to ensure safe passage of people around 
selective demolition area. 

2. Provide temporary weather protection, during interval between 
selective demolition of existing construction on exterior surfaces 
and new construction, to prevent water leakage and damage to 
structure and interior areas. 

3. Protect walls, ceilings, floors, and other existing finish work that 
are to remain or that are exposed during selective demolition 
operations. 

4. Cover and protect furniture, furnishings, and equipment that 
have not been removed. 

5. Comply with requirements for temporary enclosures, dust 
control, heating, and cooling specified in Division 1 Section 
"Temporary Facilities and Controls." 

C. Temporary Shoring:  Provide and maintain shoring, bracing, and 
structural supports as required to preserve stability and prevent 
movement, settlement, or collapse of construction and finishes to 
remain, and to prevent unexpected or uncontrolled movement or 
collapse of construction being demolished.  Strengthen or add new 
supports when required during progress of selective demolition. 

1.11 SELECTIVE DEMOLITION, GENERAL 

A. General:  Demolish and remove existing construction only to the 
extent required by new construction and as indicated.  Use methods 
required to complete the Work within limitations of governing 
regulations and as follows: 

Removal Plaza Concrete, Pavers & Subgrade to 12” Depth 
Selective Demolition of Lawn, Planting (Trees not included) and Soil to 12” Depth 
09/06/18 



Addendum No.1                                                                18-16 Village Hall Parking Lot Improvements 
Village of Oak Park 

Cook County 
L_5 

 
 
 

1. Proceed with selective demolition systematically, from higher to 
lower level.  Complete selective demolition operations above 
each floor or tier before disturbing supporting members on the 
next lower level. 

2. Neatly cut openings and holes plumb, square, and true to 
dimensions required.  Use cutting methods least likely to 
damage construction to remain or adjoining construction.  Use 
hand tools or small power tools designed for sawing or grinding, 
not hammering and chopping, to minimize disturbance of 
adjacent surfaces.  Temporarily cover openings to remain. 

3. Cut or drill from the exposed or finished side into concealed 
surfaces to avoid marring existing finished surfaces. 

4. Do not use cutting torches until work area is cleared of 
flammable materials.  At concealed spaces, such as duct and 
pipe interiors, verify condition and contents of hidden space 
before starting flame-cutting operations.  Maintain fire watch and 
portable fire-suppression devices during flame-cutting 
operations. 

5. Maintain adequate ventilation when using cutting torches. 
6. Remove decayed, vermin-infested, or otherwise dangerous or 

unsuitable materials and promptly dispose of off-site at a 
permitted Subtitle D landfill facility. 

7. Remove structural framing members and lower to ground by 
method suitable to avoid free fall and to prevent ground impact 
or dust generation. 

8. Locate selective demolition equipment and remove debris and 
materials so as not to impose excessive loads on supporting 
celling, walls, floors, or framing. 

9. Dispose of demolished items and materials at a permitted 
Subtitle D landfill promptly. 

B. Removed and Salvaged Items: 

1. Clean salvaged items. 
2. Pack or crate items after cleaning.  Identify contents of 

containers. 
3. Store items in a secure area until delivery to Owner. 
4. Transport items to Owner's storage area designated by Owner. 
5. Protect items from damage during transport and storage. 

C. Removed and Reinstalled Items: 

1. Clean and repair items to functional condition adequate for 
intended reuse.  Paint equipment to match new equipment. 
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2. Pack or crate items after cleaning and repairing.  Identify 
contents of containers. 

3. Protect items from damage during transport and storage. 
4. Reinstall items in locations indicated.  Comply with installation 

requirements for new materials and equipment.  Provide 
connections, supports, and miscellaneous materials necessary 
to make item functional for use indicated. 

D. Existing Items to Remain:  Protect construction indicated to remain 
against damage and soiling during selective demolition.  Items may 
be removed to a suitable, protected storage location during selective 
demolition and cleaned and reinstalled in their original locations after 
selective demolition operations are complete. 

1.12 SELECTIVE DEMOLITION PROCEDURES FOR SPECIFIC 
MATERIALS 

 

A. Concrete:  Demolish in sections.  Cut concrete full depth at junctures 
with construction to remain and at regular intervals, using power-
driven saw, then remove concrete between saw cuts. 

B. Concrete Slabs-on-Grade:  Saw-cut perimeter of area to be 
demolished, then break up and remove. 

C. Unit pavers: Remove unit pavers, setting bed and subgrade. 

D. Topsoil and existing plantings (trees not included): Remove topsoil, 
plantings as indicated on drawings. 

1.13 MANAGEMENT OF DEMOLISHED MATERIALS 

A. Separate recyclable demolished materials from other demolished 
materials to the maximum extent possible.  Separate recyclable 
materials by type. 

1. Provide containers or other storage method for controlling 
recyclable materials until they are removed from Project site. 

2. Stockpile processed material on-site without intermixing with 
other materials.  Place, grade, and shape stockpiles to drain 
surface water.  Cover to prevent windblown dust. 

3. Stockpile materials away from demolition area.  Do not store 
within drip line of remaining trees. 

4. Store components off the ground and protect from the weather. 
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5. Transport materials off Owner’s property and legally dispose of 
all materials at a Permitted Subtitle D landfill in accordance with 
Division 31 Section "Soil, Fill, Backfill, CU Structural Soil & 
Construction & Demo Debris Removal" as applicable.  Comply 
with the requirements of Division 31 Section "Soil, Fill, Backfill, 
CU Structural Soil & Construction & Demo Debris Removal" as 
applicable. 

B. Remove from the site and legally dispose of non-recyclable debris, 
rubbish, and other materials resulting from demolition operations at a 
Subtitle D landfill in accordance with Division 31 Section "Soil, Fill, 
Backfill, CU Structural Soil & Construction & Demo Debris Removal" 
as applicable. 

C. Comply with requirements specified in Division 1 Section 
"Construction Waste Management." 

D. Burning:  Do not burn demolished materials. 

E. Disposal:  Transport non-recyclable demolished materials off Owner's 
property and legally disposes of them at a Subtitle D Landfill in 
accordance with Division 31 Section "Soil, Fill, Backfill, CU Structural 
Soil & Construction & Demo Debris Removal" as applicable. 

1.14 CLEANING 

A. Clean adjacent structures and improvements of dust, dirt, and debris 
caused by selective demolition operations.  Return adjacent areas to 
condition existing before selective demolition operations began. 

 
Method of Measurement   
 
REMOVAL PLAZA CONCRETE, PAVERS & SUBGRAGE TO 12” DEPTH 
and SELECTIVE DEMOLITION OF LAWN, PLANTING (TREES NOT 
INCLUDED) AND SOIL TO 12” DEPTH will be paid for at the contract price 
and the area computed in square foot, which price shall include removal of 
concrete, pavers & subgrade to 12” depth, and selective demolition lawn, 
planting (trees not included) and soil to 12” depth, as well as protecting 
existing basement-garage waterproofing when removing overburden as 
described. 
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Basis of Payment 
 
This work will be paid at the contract unit price per square foot for REMOVE 
PLAZA PAVING AND SUBGRAGE TO 12” DEPTH and REMOVE EXISTING 
LAWN, PLANTING AND SOIL TO 12” DEPTH AT PLAZA AREA and which 
price shall be payment for completing the work as specified. 
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  ADDENDUM 1 
SCHEDULE OF PRICES 

 (For complete information covering these items, see IDOT specifications and Special Provisions.) 
 
PAY 
ITEM 
# 

SP IDOT  NO. ITEM UNIT TOTAL 
QTY 

UNIT 
PRICE 

      CIVIL      
1   20200100 EARTH EXCAVATION CU YD 11  
2   20201200 REMOVAL AND DISPOSAL OF 

UNSUITABLE MATERIAL 
CU YD 5  

3   28000510 INLET FILTERS EACH 7  
4   31101180 SUBBASE GRANULAR MATERIAL, 

TYPE B  2" 
SQ YD 205  

5   31101200 SUBBASE GRANULAR MATERIAL, 
TYPE B  4" 

SQ YD 71  

6   31101000 SUBBASE GRANULAR MATERIAL, 
TYPE B 

TON 350  

7 *   TRENCH BACKFILL CU YD 85  
8 *   AGGREGATE FOR TEMPORARY 

ACCESS 
SQ YD 30  

9   X40600120 BITUMINOUS MATERIALS (PRIME 
COAT) 

LBS 12130  

10   40603080 HOT-MIX ASPHALT BINDER COURSE, 
IL-19.0, N50 

TON 575  

11   40603335 HOT-MIX ASPHALT SURFACE 
COURSE, MIX "D", N50 

TON 575  

12   40600990 TEMPORARY RAMP SQ YD 30  
13   40600982 HOT-MIX ASPHALT SURFACE 

REMOVAL - BUTT JOINT 
SQ YD 50  

14   42300400 PORTLAND CEMENT CONCRETE 
DRIVEWAY PAVEMENT,  8 INCH 

SQ YD 71  

15   42400200 PORTLAND CEMENT CONCRETE 
SIDEWALK 5 INCH 

SQ FT 1500  

16   44000165 HOT-MIX ASPHALT SURFACE 
REMOVAL,  4" 

SQ YD 4900  

17   44000200 DRIVEWAY PAVEMENT REMOVAL SQ YD 71  
18   44000300 CURB REMOVAL FOOT 1000  
19 * 44000500 COMBINATION CURB AND GUTTER 

REMOVAL 
FOOT 65  

20   44000600 SIDEWALK REMOVAL SQ FT 1500  
21 *   PARKWAY RESTORATION  SQ YD 80  
22 *   PROT COAT CURING SINGLE SQ YD 170  
23 *   CLASS D PATCHES, SPECIAL TON 200  
24 *   INLETS, TYPE A, TYPE 1 FRAME, 

OPEN LID 
EACH 2  

25 *   FRAME AND LID/GRATE TO BE 
ADJUSTED 

EACH 6  

26   60257900 MANHOLES TO BE RECONSTRUCTED EACH 1  
27  60600605 CONCRETE CURB, TYPE B FOOT 1000  
28 *   COMBINATION CONCRETE CURB AND 

GUTTER, TYPE B-6.12 
FOOT 65  

29   67100100 MOBILIZATION L SUM 1  
30   70300150 SHORT TERM PAVEMENT MARKING 

REMOVAL 
SQ FT 1180  
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ITEM 
# 

SP IDOT  NO. ITEM UNIT TOTAL 
QTY 

UNIT 
PRICE 

31   70300100 SHORT TERM PAVEMENT MARKING FOOT 3530  
32   72000100 SIGN PANEL - TYPE 1 SQ FT 64.5  
33   72300100 INSTALL EXISTING SIGN PANEL SQ FT 33  
34   72400310 REMOVE SIGN PANEL - TYPE 1 SQ FT 49.5  
35   73100100 BASE FOR TELESCOPING STEEL SIGN 

SUPPORT 
EACH 16  

36   73700100 REMOVE GROUND MOUNTED SIGN 
SUPPORT 

EACH 2  

37   78000100 THERMOPLASTIC PAVEMENT 
MARKING - LETTERS AND SYMBOLS 

SQ FT 42  

38   78000200 THERMOPLASTIC PAVEMENT 
MARKING - LINE  4" 

FOOT 3530  

39   78000400 THERMOPLASTIC PAVEMENT 
MARKING - LINE  6" 

FOOT 100  

40   78008250 POLYUREA PAVEMENT MARKING 
TYPE I - LINE 12" 

FOOT 270  

41 *   BLUE ACCESSIBLE PATH SQ FT 220  
42   X0327980 PAVEMENT MARKING REMOVAL - 

WATER BLASTING 
SQ FT 140  

43     CONNECTION TO EXISTING CATCH 
BASIN 

EACH 2  

44   X7280105 TELESCOPING STEEL SIGN SUPPORT 
(SPECIAL) 

FOOT 300  

45   X7240600 REMOVE AND RE-ERECT EXISTING 
SIGN 

EACH 5  

46   X7310110 BASE FOR TELESCOPING SIGN 
SUPPORT, SPECIAL 

EACH 4  

47   73100100 BASE FOR TELESCOPING SIGN 
SUPPORT 

EACH 16  

48 *   GLASPAVE 25 SQ YD 280  
49 *   STORM SEWERS, TYPE 2, 8" PVC 

SDR26 ASTM D-3034 
FOOT 117  

50 *   FURNISH AND INSTALL WHEELSTOP  EACH 5  
51 *   CONTINGENCY CASH ALLOWANCE L SUM 1 $40,000 
52 *   PROJECT ID SIGN EACH 2  
53 *   CONSTRUCTION STAKING & LAYOUT L SUM 1  
54 *   IRRIGATION SYSTEM DESIGN & 

INSTALLATION 
L SUM 1  

55 *   WATER SERVICE INSTALLATION  L SUM 1  
56 *   WATER SERVICE LINE AUGURED, 2" 

COPPER 
FOOT 60  

57 *   TRAFFIC CONTOL AND PROTECTION  L SUM 1  
58 *   TEMPORARY INFORMATION SIGNING  SQ FT 35  
      LIGHTING       
59 * 80400100 ELECTRIC SERVICE INSTALLATION EACH 1  
60 * 80400200 ELECTRIC UTILITY SERVICE 

CONNECTION 
L SUM 1  

61   81028220 UNDERGROUND CONDUIT, 
GALVANIZED STEEL, 3" DIA. 

FOOT 215  

62   81028730 UNDERGROUND CONDUIT, COILABLE 
NONMETALLIC CONDUIT, 1 1/4" DIA. 

FOOT 1832  
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ITEM 
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SP IDOT  NO. ITEM UNIT TOTAL 
QTY 

UNIT 
PRICE 

63   81028750 UNDERGROUND CONDUIT, COILABLE 
NONMETALLIC CONDUIT, 2" DIA. 

FOOT 135  

64   81028790 UNDERGROUND CONDUIT, COILABLE 
NONMETALLIC CONDUIT, 4" DIA. 

FOOT 250  

65 * 81100200 CONDUIT ATTACHED TO STRUCTURE, 
3/4" DIA., GALVANIZED STEEL 

FOOT 40  

66 * 81100300 CONDUIT ATTACHED TO STRUCTURE, 
1" DIA., GALVANIZED STEEL 

FOOT 50  

67   81300320 JUNCTION BOX, STAINLESS STEEL, 
ATTACHED TO STRUCTURE, 8" X 8" X 
6" 

EACH 1  

68   81400700 HANDHOLE, PORTLAND CEMENT 
CONCRETE 

EACH 4  

69   81702100 ELECTRIC CABLE IN CONDUIT, 600V 
(XLP-TYPE USE) 1/C NO. 12 

FOOT 1489  

70   81702110 ELECTRIC CABLE IN CONDUIT, 600V 
(XLP-TYPE USE) 1/C NO. 10 

FOOT 4467  

71   81702190 ELECTRIC CABLE IN CONDUIT, 600V 
(XLP-TYPE USE) 1/C NO. 4/0 

FOOT 810  

72   83600200 LIGHT POLE FOUNDATION, 24" 
DIAMETER 

FOOT 72  

73   84200600 REMOVAL OF LIGHTING UNIT, NO 
SALVAGE 

EACH 9  

74   89502300 REMOVE ELECTRIC CABLE FROM 
CONDUIT 

FOOT 1720  

75   89502385 REMOVE EXISTING CONCRETE 
FOUNDATION 

EACH 10  

76 * X1400211 LIGHT POLE, SPECIAL, 30' EACH 8  
77 * X1400238 LUMINAIRE, LED, SPECIAL EACH 21  
78 * X8130110 JUNCTION BOX (SPECIAL) EACH 1  
79 * X8250505 LIGHTING CONTROLLER, SPECIAL EACH 1  
80 * X8300001 LIGHT POLE, SPECIAL EACH 4  
81 * X8360110 LIGHT POLE FOUNDATION, SPECIAL FOOT 20  
82 * X8410102 TEMPORARY LIGHTING SYSTEM L SUM 1  
83 * XX008608 CABLE, SPECIAL FOOT 540  
      STRUCTURAL       
84     TOP OF SLAB CONCRETE REPAIR SQ FT 350  
85     BOTTOM OF SLAB CONCRETE REPAIR SQ FT 350  
86     FULL-DEPTH SLAB CONCRETE 

REPAIR  
SQ FT 50  

87     VERTICAL CONCRETE REPAIR SQ FT 50  
88     INSTALL BURIED WATERPROOFING 

MEMBRANE  
L SUM  1  

      LANDSCAPING      
89     REMOVE PLAZA PAVING AND 

SUBGRADE TO 12" DEPTH 
SQ FT 6700  

90     TREE REMOVAL UNIT 190  
91     REMOVE EXISTING LAWN, PLANTINGS 

AND SOIL TO 12" DEPTH AT PLAZA 
AREA 

SQ FT 1665  

92     REMOVE SITE FURNISHING  (BIKE 
RACKS,  TRASH CANS, PLANTERS, ) 

L SUM  1  

8  



  ADDENDUM 1 
PAY 
ITEM 
# 

SP IDOT  NO. ITEM UNIT TOTAL 
QTY 

UNIT 
PRICE 

93     FURNISH AND INSTALL CONCRETE 
PAVERS ON MUD SLAB  AT PLAZA 

SQ FT 4500  

94     FURNISH AND INSTALL CONCRETE 
CARRIAGE WALK AT PLAZA 

SQ FT 774  

95     FURNISH AND INSTALL 8' ROUND 
TREE GRATES 

EACH  9  

96     FURNISH AND INSTALL 6" CURB AT 
SEMI-CIRCULAR IN GROUND 
PLANTERS 

FOOT 65  

97     RELOCATE FEDEX, MAIL AND 
PAYMENT BOXES 

EACH 3  

98     CIRCULAR BRICK VENEER FACED 
SEATWALL PLANTER  

FACE FOOT 50  

99     CIRCULAR SEATWALL PLANTER WITH 
LIMESTONE CAP 

FOOT 36  

100     FURNISH AND INSTALL BIKE RACKS EACH 6  
101     FURNISH AND INSTALL TRASH CAN 

(STANDARD) 
EACH 2  

102     FURNISH AND INSTALL TRASH CAN 
(RECYCLE) 

EACH 2  

103     FURNISH AND INSTALL SEATS EACH 6  
104     FURNISH AND INSTALL TRIPLE SEAT 

PICNIC TABLES 
EACH 2  

105     FURNISH AND INSTALL DOUBLE SEAT 
PICNIC TABLES 

EACH 4  

106     FURNISH AND INSTALL DECIDUOUS 
TREES - 4" CALIPER AT PLAZA 

EACH 18  

107     CALAMAGROSTIS × ACUTIFLORA 
'KARL FOERSTER' 

EACH 107  

108     CALAMAGROSTIS ACUTIFLORA 
'OVERDAM' 

EACH 41  

109     MOLINIA CAERULEA SUBSP. 
CAERULEA 'MOORFLAMME' 

EACH 35  

110     MISCANTHUS SINENSIS 
'SILBERFEDER' 

EACH 18  

111     PENNISETUM ALOPECUROIDES 'RED 
HEAD' 

EACH 11  

112     PENNISETUM ALOPECUROIDES 
'PIGLET' 

EACH 38  

113     PANICUM VIRGATUM 'NORTHWIND' EACH 28  
114     ALLIUM 'AMBASSADOR' EACH 123  
115     AQUILEGIA HYBRIDA 'BIEDERMEIER' EACH 109  
116     ACHILLEA MILLEFOLIUM 

'STRAWBERRY SEDUCTION' 
EACH 44  

117     COREOPSIS CRÈME CARAMEL EACH 8  
118     COREOPSIS'JETHRO TULL' EACH 92  
119     HEMEROCALLIS 'ROSY RETURNS' EACH 161  
120     LEUCANTHEMUM × SUPERBUM 

'BECKY' 
EACH 34  

121     NEPETA × FAASSENII 'EARLY BIRD' EACH 363  
122     PENSTEMON DIGITALIS 'HUSKER RED' EACH 30  
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123     STACHYS BYZANTINA 'BIG EARS' EACH 78  
124     SALVIA NEMOROSA 'CARADONNA' EACH 57  
125     SYMPHYOTRICHUM 

OOLENTANGIENSE 
EACH 17  

126     SEDUM SPECTABILE 'AUTUMN FIRE' EACH 32  
127     SODDING SQ YD 690  
 

 
 
 
 
 
 
BID ALTERNATIVE (CHARGING STATIONS INSTALLATION) 

PAY 
ITEM 
# 

SP IDOT NO. ITEM UNIT TOTAL 
QTY 

UNIT PRICE 

128  81028730 UNDERGROUND CONDUIT, COILABLE 
NONMETALLIC CONDUIT, 1 1/4" DIA. FOOT 89 

 

129  81702120 ELECTRIC CABLE IN CONDUIT, 600V 
(XLP-TYPE USE) 1/C NO. 8 FOOT 1015 

 

130  81702130 ELECTRIC CABLE IN CONDUIT, 600V 
(XLP-TYPE USE) 1/C NO. 6 FOOT 3045 

 

131 *  ELECTRIC VEHICLE CHARGING 
STATION, DUAL EACH 5 

 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

 
 Project Total  Base Bid =   

                                                                       Total  Bid Alternative  =   

                                                    Total Base  Bid + Bid Alternative  =   
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Schedule of 
Multiple Bids 

 

Combination 
Letter 

Sections Included in Combination Total 

   

   

   

 
 

RECIEPT OF ADDENDA 
 

Addendum Number Date Received 

  

  

  

 
Please make sure that each addendum received has been acknowledged above. Failure to 

do so, may disqualify bidders. 
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